
 
 
New products introduction                                SLONA LED Products                                                                                     

 
 
   In January 2010, Royal Pacific will launch a new and innovative lineup of LED 
and Energy Star rated products.  Royal Pacific’s exciting new LED lineup of 
products, covering a wide range of product categories, will center on its 4 and 6 inch 
new construction recessed down lighting.  These recessed down light’s have a 
maximum output of 576 lm, and are also offered with baffle trim. Specifications are 
listed below. 
 
 
Features:  

·  Dimmable driver option, compatible with conventional dimming systems. 
·  576 lm output (6 inch models); 384 lm output (4 inch models). 
·  CUL listed. 
·  Lamp life of up to 50,000 hours. 
·  Various optical solutions to suit different applications. 
·  Available in “warm white” and “cool white’. 
·  CRI greater than 75. 
·  4” (6W) and 6” (9W). 

LED recessed  
 

 
 

4” and 6” LED Recessed Down Lights 
 



8116H 
6” Architectural LED Housing 
 

     
 
8116H-203 – 20W, 3000K 
8116H-205 – 20W, 5000K 
8116H-206 – 20W, 6500K      
8116H-263 – 26W, 3000K 
8116H-265 – 26W, 5000K 
8116H-266 – 26W, 6500K 
 
Features: 

·  Non-IC 
·  20W unit provides a 1400 lumen output. 
·  26W unit provides a 1700 lumen output. 
·  35,000 hour lamp life 
·  120-277V, 60Hz electronic driver installed on junction box for easy access. 
·  Can be dimmed with a 0-10 volt dimming system. 
·  J-box is listed for through branch circuit wiring (4 in – 4 out), with five ½” 

knockouts and four non-metallic cable knockouts with strain clamps. 
·  3 port quick connectors pre-installed in all j boxes. 
·  C-Channel bracket allows 5” vertical adjustment which accommodates ½” EMT 

conduit or C-channel hanger bars (included). 
Trims: 
 

  
  
8582CL  8582BA  8582WH                        8583WH 
6” Clear Reflector      6” BA Reflector          6” White Reflector         6” White Baffle 
 



8115HA 
6” IC Airtight LED Recessed Housing 
 

   
8115HA-120 
8115HA-277   
8115HA-DM 
 
Features 

·  IC rated for direct contact with non-cellulose type insulation. 
·  650 Lumen output (15W LED). 
·  3200-4200K color temperature rating. 
·  35,000 hour lamp life. 
·  120V or 277V, 60Hz electronic driver installed on junction box for easy access. 
·  J-box is listed for through branch circuit wiring (4 in – 4 out), with five ½” 

knockouts and four non-metallic cable knockouts with strain clamps. 
·  3 port quick connectors pre-installed in all j boxes. 
·  Pre-installed bar hangers allow the housing to be positioned at any point within a 

24” joist span. 
·  Bar hangers are designed to fit T-bar spine without additional clamps for use in 

drop ceilings. 
·  Pre-installed captive nails on bar hangers. 
·  Adjusts to accommodate up to a 1 ¼” ceiling thickness. 
 

Trims: 
 

    
8580CL  8580BA        8580WH                    8581WH 
6” Clear Reflector 6” BA Reflector       6” White Reflector     6” White Baffle 
 

 



8215H 

4” LED Recessed Housing 
 

   
8215H-120 – 120V Only 
8215H-277 – 277V Only    
8215H-DM – Dimmable – 120V Only 
 
Features 

·  Non-IC 
·  450 Lumen output (10W LED). 
·  3200-4200K color temperature rating. 
·  35,000 hour lamp life. 
·  120V or 277V, 60Hz electronic driver installed on junction box for easy access. 
·  J-box is listed for through branch circuit wiring (4 in – 4 out), with five ½” 

knockouts and four non-metallic cable knockouts with strain clamps. 
·  3 port quick connectors pre-installed in all j boxes. 
·  Pre-installed bar hangers allow the housing to be positioned at any point within a 

24” joist span. 
·  Bar hangers are designed to fit T-bar spine without additional clamps for use in 

drop ceilings. 
·  Pre-installed captive nails on bar hangers. 
·  Adjusts to accommodate up to a 1 ¼” ceiling thickness. 

 
Trims: 

  
   

8791CL  8791BA  8791WH                       8792WH 
4” Clear Reflector 4” BA Reflector 4” White Reflector        4” White Baffle           
 

 



8216H 
4” LED Architectural Recessed Housing 
 

   
8216H-3 – 3000K 
8216H-4 – 4000K            
8216H-5 – 5000K   
8216H-6 – 6500K 
 
Features: 

·  Non-IC 
·  700 Lumen output (15W LED). 
·  120V - 277V, 60Hz electronic driver installed on junction box for easy access. 
·  Can be dimmed with a 0-10 volt dimming system. 
·  J-box is listed for through branch circuit wiring (4 in – 4 out), with five ½” 

knockouts and four non-metallic cable knockouts with strain clamps. 
·  3 port quick connectors pre-installed in all j boxes. 
·  C-Channel bracket allows 5” vertical adjustment which accommodates ½” EMT 

conduit or C-channel hanger bars (included). 
 
Trims: 

 
    
8793CL   8793WH                                8794WH 
4” Clear Reflector  4” White Reflector                 4” White Baffle 
 
 
 
 
 
 



8117H 
8” LED Architectural Recessed Housing 

   
 
8117H-3 – 3000K 
8117H-5 – 5000K   
8117H-6 – 6500K 
 
Features: 

·  Non-IC 
·  2500 Lumen output (30W LED). 
·  120V - 277V, 60Hz electronic driver installed on junction box for easy access. 
·  Can be dimmed with a 0-10 volt dimming system. 
·  J-box is listed for through branch circuit wiring (4 in – 4 out), with five ½” 

knockouts and four non-metallic cable knockouts with strain clamps. 
·  3 port quick connectors pre-installed in all j boxes. 
·  C-Channel bracket allows 5” vertical adjustment which accommodates ½” EMT 

conduit or C-channel hanger bars (included). 
 
Trims: 
 

     
8620CL   8620BA   8620WH 
8” Clear Reflector  8” BA Reflector  8” White Reflector 
 

 
8621WH 
8” White Baffle 



    
The new LED High Bay light is a revolution in industries warehouse lighting. It not 
only has high power performance, but also has the lowest energy bill. RoHS 
compliant and UL tested and certified. 3 year limited Warranty. 
 
Features:  

 
o 3501: 1x 60W 
o 3502: 1x 80W 
o 3503: 1x 100W 

�  16” Diameter. 
�  5400 Lumen Output. 
�  3000k or 5400k. 
�  UL listed. 

 
o 3504: 1x 80W 
o 3505: 1x 100W 

�  18” Diameter. 
�  7200 Lumen Output. 
�  3000k or 5400k. 
�  UL listed. 

 
o 3506: 1x 100W 

�  20” Diameter. 
�  9000 Lumen Output. 
�  3000k or 5400k. 
�  UL listed. 

 
 
Dimension: 

 
 
 
 
 

LED High Bay Lighting 
 

3501 3502 3503 3504 3505 3506 

Module No: 3501-3506 



 
 
High Power LED Troffer. 
RoHS compliant. 
UL listed. 
3 year limited warranty. 
 
 
4103WH 
Features: 

·  3x 12W LED tube. 
·  24”x W 24” x H 3 ¼” 
·  3,600 lm lumen output. 
·  3,300K/ 5,200K color 

temperature. 
 
4104WH 
Features: 

·  3x 24W LED tube. 
·  48”x W 24” x H 3 ¼” 
·  7,200 lm lumen output. 
·  3,300K/ 5,200K color temperature. 

 
4105WH 
Features: 

·  4x 10W LED tube. 
·  24”x W 24” x H 3 ¼” 
·  3,600 lm lumen output. 
·  3,300K/ 5,200K color temperature. 

 
4106WH 
Features: 

·  4x 20W LED tube. 
·  48”x W 24” x H 3 ¼” 
·  7,200 lm lumen output. 
·  3,300K/ 5,200K color temperature. 

 

LED Troffer Series 
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Patented, modular design.
Built-in dimming circuit for brightness control.
Available in 12” , 24” and 36” lengths.

Polarity free design provides easy installation.
Linkable, maximum of 12 units (12 feet) can be used 
per channel.
Emits no UV or infrared rays that can harm artwork or 
perishable inventories.

RoHS certified.
Each unit includes 2 mounting clips and a 12” power 

cord.

Features

8958BA-CW          5,000                Cool White         24           3.3            150              110°        12”L x 7/8”Wx 3/4”H

8958BA-WW         2,800                Warm White       24           3.3            110              110°        12”L x 7/8”Wx 3/4”H  

8959BA-CW          5,000                Cool  White        24           6.6            300              110°        24”Lx  7/8”Wx 3/4”H

8959BA-WW         2,800                Warm White        24          6.6            220              110°        24”Lx  7/8”Wx 3/4”H

8960BA-CW          5,000                Cool White          24          9.9            450              110°        36”Lx  7/8”Wx 3/4”H

8960BA-WW         2,800                Warm White        24          9.9            330              110°        36”Lx  7/8”Wx 3/4”H

Model#           Color Temp     Description    Volt s     Watts     Lumens      Beam          Dimension s 

8961 8962-8965 8966 8967

8968-8969 8970 8971

Accessories
Part # Description
8961 Seamless Connector
8962 93/4” Connector Cable
8963 193/4” Connector Cable
8964 393/8” Connector Cable
8965 591/8” Connector Cable
8966 Mini Power Cord
8967 11 ¾” Power Cord
8968 19 ¾” Right Angle Power Cord
8969 721/8” Right Angle Power Cord
8970 Mounting Clip with Screws
8971 Dimmer Box w/4 Channels

 

LED Under cabinet Light  
 



 
 
6835WH  
LED Garage Light 
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Features 
Input Voltage                                    AC 100-240V 
Lumen Output                                   3780 lm 
LED Power                                       41W (36 pcs) 
CRI                                                   70 
Environmental Temp                      -22°F - 104°F 
Relative Humidity                           10% - 90% 
LED Operating Life                        >50000 Hours 
Weight                                            3 lbs    
Replacement                      Equivalent to 100W 
MH 
Color Temp                                  Medium – 5400K 
 
Dimension: 

 

Height 2m      >280 Lux 
Height 3m      >120 Lux 
Height 4m      >65 Lux 

Mean 
Lux 

Height 5m      >40 Lux 

LED Garaget Light  
 


