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Test Report of Luminaire

Report No.:

Luminaire Type | SFR8-40-840-HC

Lamp Type LED_DOB

Client EUT NO. CCT: 3898K, CRI: 82.3

Luminaire Parameters:

Voltage 120.0 Current 0.333

Power: 39.5 Power Factor 0.987

Frequency: 60Hz Tc 4000K
Photometric Parameters

Luminaire Flux 2732.60 Im Luminaire Eff. | Data imperfect...!
Max Intensity 4234.772cd Central Intensity | 4234.772cd
Angle of Max Intensity: | C:0 G:0

Upward Flux Ratio -0.05%

Downward Flux Ratio -273259.6%

50%Imax Beam Width | CO_180[ 16.0 ,-18.9] C90_270[ 16.8 -17.7]

Remark

Luminaire Figure

Type of Sample:SFR8-40-840-HC Page 1
Tested by: SENSING GMS1800B TestDate:2018-01-26 Operator:Operator
Humidity:65 % Temperature:25? Test distance:18.27m
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Photometric Data Table [Unit:cd] SFR8-40-840-HC

C\G 0 5 10 15 20 25 30 35 40 45
0 4234.8 3457.4 2657.7 2187.0 1851.2 1577.5 1331.8 1092.2 672.3 138.3
5 4234.8 3449.1 2651.3 2183.7 1847.5 1574.8 1327.2 1084.5 664.2 137.3
10 4234.8 3440.1 2645.6 2179.7 1844.2 1568.5 1320.2 1077.8 656.9 136.6
15 4234.8 3435.1 2641.0 2176.3 1840.2 1563.8 1315.1 1071.8 651.9 136.7
20 4234.8 3429.7 2638.3 2173.7 1836.2 1557.8 1309.1 1066.5 647.9 137.2
25 4234.8 3426.4 2638.0 2174.0 1833.5 1554.1 1306.5 1063.1 647.6 138.1
30 4234.8 3426.4 2639.0 21753 1831.9 1550.8 1302.5 1060.5 649.2 140.0
35 4234.8 3426.7 2642.0 2176.0 1829.2 1549.5 1301.5 1059.1 653.9 142.1
40 4234.8 34294 2646.0 2178.0 1832.5 1548.5 1301.1 1059.8 659.2 145.1
45 4234.8 34327 2651.7 2182.0 1834.2 1550.5 1301.5 1059.8 666.9 148.6
50 4234.8 3439.7 2658.3 2186.7 1837.9 1553.1 1303.8 1061.8 677.6 152.6
55 4234.8 3446.4 2667.7 21914 1842.2 1555.8 1306.1 1065.1 689.9 157.2
60 4234.8 3455.8 2678.7 21974 1845.5 1559.1 1308.1 1068.8 706.3 162.2
65 4234.8 3466.1 2691.0 2204.4 1850.2 1564.5 1311.1 1072.8 721.0 167.9
70 4234.8 34771 2704.1 2212.0 1854.9 1565.2 1313.5 1076.5 737.7 173.7
75 4234.8 3491.1 2717.1 2219.7 1860.2 1568.2 1314.5 1079.2 754.7 180.1
80 4234.8 3505.2 2731.1 2227.7 1863.9 1570.5 1316.1 1083.5 771.4 187.0
85 4234.8 3520.5 2746.4 22374 1867.9 1572.8 1317.8 1086.8 789.4 194.1
920 4234.8 3536.9 2761.5 22494 1873.2 1577.2 1320.8 1089.8 806.1 200.8
95 4234.8 35559 2781.2 2260.4 1880.9 1581.8 1321.5 1094.5 821.5 208.4
100 4234.8 3574.9 2799.2 2272.5 1888.9 1586.5 1325.5 1097.8 834.8 216.2
105 4234.8 3594.9 2819.9 2285.1 1895.9 1592.2 1328.8 1101.9 847.2 224.2
110 4234.8 3615.0 2837.9 2299.8 1905.6 1598.9 1333.8 1105.9 859.5 232.6
115 4234.8 3635.0 2856.9 2313.9 1916.3 1605.2 1340.5 1111.5 871.2 241.1
120 4234.8 36554 2875.3 2325.5 1926.3 1614.2 1348.9 1117.2 883.9 250.8
125 4234.8 3676.4 2893.3 2338.6 1935.3 1624.2 1357.2 1125.5 896.2 260.6
130 4234.8 3698.4 2912.3 2350.9 1945.0 1634.6 1368.2 1132.2 909.3 270.8
135 4234.8 3719.8 2929.7 2362.9 1956.0 1643.9 1379.9 1139.9 920.3 282.0
140 4234.8 3742.2 2946.7 2375.9 1968.0 1653.3 1389.2 1148.9 930.3 292.6
145 4234.8 3762.8 2963.4 2387.3 1978.1 1663.6 1399.9 1157.6 940.6 303.9
150 4234.8 3784.9 2978.8 2399.3 1989.7 1674.6 1408.3 1167.3 951.3 315.1
155 4234.8 3807.9 2995.5 2410.7 2001.1 1681.0 1418.0 1176.3 959.0 325.5
160 4234.8 3826.3 3008.8 2420.3 2008.4 1689.0 1426.0 1185.0 967.0 336.2
165 4234.8 3845.6 3021.8 24293 2014.8 1696.3 1433.0 1193.3 975.7 3454
170 4234.8 3860.6 3031.2 24354 2018.4 1701.7 1437.6 1199.3 984.0 354.2
175 4234.8 3870.3 3037.8 2437.7 2024.1 1705.7 1442.0 1201.3 993.0 361.7
180 4234.8 3880.3 3039.5 2439.0 2026.8 1708.7 14447 1208.0 1001.0 367.0
185 4234.8 3885.3 3040.2 2438.0 2027.8 1711.4 1447.7 1211.3 1005.4 370.9
190 4234.8 3889.4 3036.2 2435.0 2026.5 1714.4 1449.0 1215.3 1009.1 3722
195 4234.8 3889.0 3030.2 2428.7 2024.5 1714.4 1451.0 1218.3 1015.1 372.6
200 4234.8 3885.0 3022.2 2421.7 2020.8 1710.7 1448.3 1221.7 1021.4 370.1
205 4234.8 3880.7 3010.8 2414.3 2014.4 1707.7 1449.3 1228.4 1027.7 366.7
210 4234.8 3873.3 3001.5 2406.0 2007.4 1703.3 1446.3 1231.7 1034.8 360.8
215 4234.8 3865.7 2987.4 2395.6 1999.1 1699.0 1447.0 1237.4 1041.8 353.0
220 4234.8 3856.0 2976.4 2386.6 1993.1 1695.0 1446.7 1239.4 1046.8 344.5
225 4234.8 3847.3 2964.1 2379.9 1986.7 1690.3 14447 1242.4 1051.1 336.5
230 4234.8 3836.9 2954.7 2373.3 1979.7 1686.7 1443.7 1245.0 1052.8 327.5
235 4234.8 3824.9 2946.7 2368.3 1974.7 1685.0 1443.3 1246.0 1051.8 318.5
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Photometric Data Table [Unit:cd] SFR8-40-840-HC

240 4234.8 3816.3 2939.0 2362.9 1970.7 1681.6 1444.0 1245.0 1049.1 309.1
245 4234.8 3804.6 2932.7 2355.9 1969.0 1676.6 14427 1245.4 1044.8 298.4
250 4234.8 3793.6 2921.4 2350.9 1962.7 1673.0 1442.0 1244.4 1039.8 288.7
255 4234.8 3781.5 2912.7 2343.6 1958.0 1672.0 1439.3 1241.7 1033.4 278.0
260 4234.8 3770.2 2905.0 2335.5 1954.0 1666.0 1434.3 1238.7 1025.4 267.3
265 4234.8 3758.8 2894.3 2328.2 1947.0 1661.3 1432.0 1236.0 1015.1 256.7
270 4234.8 3746.5 2882.0 2320.5 1941.0 1657.3 1427.0 1233.4 1001.0 2459
275 4234.8 3732.1 2869.6 2313.2 1934.7 1651.9 1422.3 1229.4 985.4 2359
280 4234.8 3716.8 2858.3 2303.8 1930.3 1647.9 1417.3 1223.4 968.0 225.8
285 4234.8 3701.4 2843.9 2295.8 1922.3 1641.3 1412.3 1218.0 948.6 216.0
290 4234.8 3685.7 2828.2 2289.5 1917.0 1637.3 1407.6 1212.3 927.6 207.2
295 4234.8 3667.4 2813.9 2281.1 1912.6 1632.6 1402.3 1205.3 906.9 198.6
300 4234.8 3650.7 2797.9 2272.5 1907.0 1628.6 1397.6 1198.7 886.2 190.9
305 4234.8 3630.7 2782.5 2263.8 1901.6 1624.2 1392.3 1191.0 862.9 183.2
310 4234.8 3612.3 2769.1 2254.8 1896.9 1618.9 1387.6 1183.3 841.5 176.2
315 4234.8 3592.9 2753.8 2245.8 1892.9 1616.2 1381.6 1173.9 819.8 170.2
320 4234.8 3575.6 2742.4 2236.1 1887.6 1611.9 1378.2 1166.3 799.4 164.5
325 4234.8 3557.6 2731.1 2226.7 1882.9 1607.9 1372.6 1156.9 779.7 159.9
330 4234.8 3541.5 2717.4 2219.1 1876.9 1602.2 1368.6 1149.2 762.0 155.2
335 4234.8 3524.2 2705.4 2212.0 1871.6 1598.2 1364.5 1140.6 744.7 1514
340 4234.8 3508.2 2694.7 2206.4 1868.2 1594.9 1359.5 1130.9 728.0 147.9
345 4234.8 3494.5 2684.7 2200.7 1862.2 1590.9 1353.9 1121.5 713.0 144.8
350 4234.8 3481.5 2674.7 2194.7 1857.9 1586.5 1347.2 1112.2 698.6 142.0
355 4234.8 3467.8 2665.0 2189.3 1855.6 1580.8 1340.2 1101.9 685.9 140.0
360 4234.8 3457.4 2657.7 2187.0 1851.2 1577.5 1331.8 1092.2 672.3 138.3
C\G 50 55 60 65 70 75 80 85 90
0 38.0 13.3 2.9 2.1 1.7 1.3 1.1 0.9 0.7
5 37.8 13.1 2.8 2.1 1.6 1.3 1.1 0.8 0.7
10 37.7 13.0 2.7 2.0 1.6 1.3 1.1 0.8 0.7
15 37.6 12.9 2.7 1.9 1.5 1.3 1.0 0.8 0.7
20 37.7 12.9 2.6 1.9 1.6 1.3 1.0 0.8 0.7
25 37.9 12.9 2.6 1.9 1.5 1.3 1.0 0.8 0.7
30 38.2 13.0 2.6 1.9 1.5 1.2 1.0 0.8 0.7
35 38.6 13.2 2.7 1.8 1.5 1.2 1.0 0.8 0.7
40 39.2 13.4 29 1.8 1.5 1.2 1.0 0.8 0.7
45 40.1 13.7 3.1 1.8 1.5 1.2 1.0 0.8 0.7
50 41.0 14.0 34 1.8 1.5 1.2 1.0 0.8 0.7
55 42.1 14.4 3.6 1.8 1.5 1.2 1.0 0.8 0.7
60 43.3 14.8 3.8 1.8 1.5 1.2 1.0 0.9 0.7
65 44.7 15.2 4.0 1.9 1.5 1.2 1.0 0.9 0.7
70 46.1 15.7 4.1 1.9 1.5 1.2 1.0 0.8 0.7
75 47.7 16.1 43 1.9 1.5 1.3 1.0 0.8 0.7
80 494 16.7 4.4 1.9 1.5 1.3 1.0 0.9 0.7
85 51.1 17.2 4.5 1.9 1.5 1.3 1.0 0.9 0.7
90 53.0 17.7 4.7 1.9 1.5 1.2 1.0 0.9 0.7
95 54.8 18.3 4.9 1.9 1.5 1.3 1.0 0.9 0.7
100 56.9 18.9 5.1 2.0 1.6 1.3 1.0 0.9 0.7
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Photometric Data Table [Unit:cd] SFR8-40-840-HC

105 58.9 19.6 53 2.0 1.6 1.3 1.0 0.9 0.7
110 61.2 20.3 5.6 2.0 1.6 1.3 1.1 0.9 0.7
115 63.4 21.1 5.8 2.0 1.6 1.3 1.1 0.9 0.7
120 65.8 21.9 6.2 2.1 1.7 1.3 1.1 0.9 0.7
125 68.3 22.6 6.5 2.1 1.7 1.4 1.1 0.9 0.7
130 70.6 23.4 6.9 2.2 1.7 1.4 1.2 1.0 0.7
135 73.0 24.3 7.3 2.2 1.8 1.4 1.2 0.9 0.7
140 75.2 25.1 7.6 2.3 1.8 1.4 1.2 0.9 0.7
145 77.4 25.8 8.0 2.4 1.9 1.5 1.2 0.9 0.7
150 79.4 26.6 8.4 2.4 1.9 1.5 1.2 0.9 0.7
155 81.1 27.1 8.7 2.4 1.9 1.5 1.2 1.0 0.7
160 82.7 27.6 8.9 2.4 1.9 1.5 1.2 1.0 0.7
165 83.7 27.8 9.1 2.4 1.9 1.5 1.2 1.0 0.8
170 84.7 28.1 9.3 2.4 1.9 1.5 1.2 1.0 0.8
175 85.0 28.2 9.3 2.3 1.8 1.5 1.2 1.0 0.8
180 85.2 28.2 9.3 2.3 1.8 1.5 1.2 0.9 0.8
185 85.0 28.1 9.3 2.2 1.8 1.4 1.2 1.0 0.8
190 84.6 28.0 9.2 2.2 1.7 1.4 1.1 0.9 0.8
195 83.7 27.7 9.1 2.1 1.7 1.4 1.1 0.9 0.8
200 82.7 27.4 9.0 2.1 1.6 1.3 1.1 0.9 0.8
205 81.3 27.1 8.8 2.0 1.6 1.3 1.1 0.9 0.8
210 79.8 26.6 8.6 2.0 1.6 1.3 1.1 0.9 0.8
215 78.2 26.1 8.4 1.9 1.5 1.3 1.0 0.9 0.8
220 76.3 25.6 8.1 1.9 1.5 1.2 1.0 0.9 0.7
225 74.5 25.0 7.8 1.9 1.5 1.2 1.0 0.9 0.7
230 72.4 24.5 7.6 1.9 1.5 1.2 1.0 0.9 0.8
235 70.5 23.9 7.3 1.9 1.5 1.2 1.0 0.9 0.8
240 68.4 233 7.0 1.8 1.5 1.2 1.0 0.9 0.7
245 66.3 22.6 6.6 1.8 1.5 1.2 1.0 0.9 0.8
250 64.3 22.0 6.3 1.8 1.5 1.2 1.0 0.9 0.8
255 62.1 21.3 6.0 1.8 1.5 1.2 1.0 0.9 0.7
260 60.1 20.6 5.7 1.8 1.5 1.2 1.0 0.8 0.7
265 57.9 19.9 5.5 1.8 1.5 1.2 1.0 0.9 0.7
270 55.9 19.2 5.3 1.8 1.5 1.2 1.0 0.9 0.7
275 54.0 18.5 5.1 1.9 1.5 1.2 1.0 0.9 0.7
280 52.2 17.9 5.0 1.8 1.5 1.2 1.0 0.9 0.7
285 50.4 17.3 4.8 1.9 1.5 1.2 1.0 0.9 0.7
290 48.7 16.8 4.7 1.9 1.5 1.2 1.0 0.9 0.7
295 473 16.4 4.6 1.9 1.5 1.2 1.0 0.8 0.7
300 46.0 16.0 4.6 2.0 1.5 1.3 1.0 0.9 0.7
305 44.7 15.6 4.5 2.0 1.6 1.3 1.0 0.9 0.7
310 43.6 15.3 4.4 2.0 1.6 1.3 1.1 0.9 0.7
315 42.8 15.0 4.3 2.1 1.7 1.4 1.1 0.9 0.7
320 41.9 14.8 4.2 2.1 1.7 1.4 1.1 0.9 0.7
325 41.3 14.6 4.0 2.2 1.7 1.4 1.1 0.9 0.7
330 40.6 14.5 3.8 2.2 1.8 1.4 1.1 0.9 0.7
335 40.1 14.3 3.6 2.2 1.8 1.4 1.1 0.9 0.7
340 39.6 14.1 34 2.2 1.8 1.4 1.1 0.9 0.7
345 39.1 13.9 3.2 2.2 1.8 1.4 1.1 0.9 0.7
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Photometric Data Table [Unit:cd] SFR8-40-840-HC

350 38.7 13.7 3.1 2.2 1.7 1.4 1.1 0.9 0.7
355 38.3 13.5 3.0 2.1 1.7 1.4 1.1 0.8 0.7
360 38.0 13.3 29 2.1 1.7 1.3 1.1 0.9 0.7
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Zonal FluxSFR8-40-840-HC

Gamma Imean Zonal Flux Sum.Flux Zonal Flux Sum.Flux
[°] [cd] [Im] [Im] [%] [%]
0 4234.77 0.00 0.00 0.00 0.00
5 3652.01 94.28 94.28 -9428.43 -9428.43
10 2830.91 23191 326.20 -23191.44 -32619.87
15 2295.93 304.12 630.32 -30412.05 -63031.92
20 1920.72 347.51 977.83 -34751.11 -97783.04
25 1627.99 372.19 1350.02 -37219.47 -135002.44
30 1379.37 380.58 1730.61 -38058.43 -173060.91
35 1155.27 373.24 2103.85 -37324.32 -210385.21
40 866.59 337.33 2441.18 -33733.16 -244118.33
45 236.26 204.20 2645.39 -20420.28 -264538.65
50 57.80 59.42 2704.81 -5942.02 -270480.59
55 19.57 16.82 2721.63 -1682.20 -272162.79
60 5.59 5.81 2727.44 -581.48 -272744.29
65 2.03 1.85 2729.29 -185.15 -272929.39
70 1.62 0.92 2730.22 -92.18 -273021.56
75 1.32 0.77 2730.98 -76.68 -273098.12
80 1.07 0.64 2731.62 -64.02 -273162.21
85 0.88 0.53 2732.15 -53.13 -273215.33
90 0.73 0.44 2732.59 -44.16 -273259.38
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Coefficient Utilization Curve SFRS8-40-840-HC

Ccu

OO0

o

L

60 54 48 42 326 30 24 18 1.2 06 CO 06 12 1383 24 30 36 42 48 54 6.0

Road Side width/Height

Type of Sample:SFR8-40-840-HC
Tested by: SENSING GMS1800B
Humidity:65 %

TestDate:2018-01-26
Temperature:25?

Operator:Operator
Test distance:18.27m
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Light Distribution Curve[Unit: cd]

Rectangular Coordinate

Page 8

Operator:Operator

TestDate:2018-01-26
Temperature:25?

Type of Sample:SFR8-40-840-HC
Tested by: SENSING GMS1800B

Humidity:65%

Test distance:18.27m
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ISO-Candela V-H [Unit :cd]SFR8-40-840-HC

3387.8 (80 % Imax)
2667.9 (63 %Imax)
1058.7 (25 %Imax)

.5 (10 % Imax)

Page 9

Operator:Operator

TestDate:2018-01-26
Temperature:25?

Type of Sample:SFR8-40-840-HC
Tested by: SENSING GMS1800B

Humidity:65%

Test distance:18.27m
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Iso-Lux [Unit :1Ix]SFR8-40-840-HC

10
376.42 (80%Emax)
296.43 (63 % Emax)
8. 235.27 (50%Emax)
117.63 (25%Emax)
6 75.28 (IE%Emax)
47.05 (10%Emax)
4,
2.
0.
2.
4.
6.
8.
10.
io. 8 6. 2. 0. 4. 8.
Units: Ix
Height: 3 m
Max [lluminance : 470.531x
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Tested by: SENSING GMS1800B
Humidity:65%

TestDate:2018-01-26
Temperature:25?

Operator:Operator
Test distance:18.27m
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Lux-Distance Curve

1.m 423477 14 A B2.87cm

2.m 105269 I LA 125.74cm

a.m 47053 12 m 1838.60cm

4.m 264 67 |2 L 1 251.47cm

. 169.39 [« }/\% f—/\ 314 34cm

Height Hluminance Diameter

Beam Angle:34.90 Deg
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Humidity:65 % Temperature:25? Test distance:18.27m



