r RP Lighting * Fans
P 4931 Paseo Del Norte NE, Albuquerque, NM 87113
LIGHTING - FANS Phone: (505) 821-6964 | (800) 937-6925

Fax: (505) 821-0367 | (888) 207-9509
www.rplighting.com | rplighting@rplighting.com

Test Report of Luminaire

Report No.:
Luminaire Type | 4341-1
Lamp Type LED
Client EUT NO. CCT: 3026K, CRI: 84.0Ra
Luminaire Parameters:
Voltage 120.0 Current 0.132
Power: 15.1 Power Factor 0.947
Frequency: 60Hz Tc 3000K
Photometric Parameters
Luminaire Flux 920.57 Im Luminaire Eff. | Data imperfect...!
Max Intensity 278.248cd Central Intensity | 278.248cd
Angle of Max Intensity: | C:0 G:0
Upward Flux Ratio 0.0%

Downward Flux Ratio -92057.05%

50%Imax Beam Width C0_180[ 60.3 ,-61.3] C90_270[ 61.6 ,-60.1]

Remark

Luminaire Figure

Type of Sample:4341-1
Tested by: SENSING GMS1800B TestDate:2020-10-26 Operator:Operator
Humidity:65 % Temperature:25? Test distance:18.27m
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RP Lighting * Fans

Photometric Data Table

[Unit:cd] 4341-1

C\G 0 5 10 15 20 25 30 35 40 45
0 278.2 276.8 273.1 267.8 260.5 251.1 240.2 227.6 213.3 197.1
5 278.2 276.8 2732 267.9 260.6 251.3 240.4 227.8 2135 197.4
10 278.2 276.9 273.3 268.0 260.8 251.5 240.7 228.0 213.8 197.7
15 278.2 276.9 2734 268.1 261.1 251.7 240.8 228.3 214.1 198.0
20 278.2 276.9 273.4 268.2 261.2 251.9 241.1 228.6 214.4 198.3
25 278.2 277.0 273.5 268.2 261.3 252.1 241.3 228.8 214.7 198.7
30 278.2 277.0 273.6 268.4 261.7 2523 241.5 229.1 215.0 198.9
35 278.2 277.0 273.6 268.5 261.8 252.5 241.7 229.3 215.2 199.3
40 278.2 2771 273.7 268.6 262.0 252.7 241.9 229.6 215.5 199.6
45 278.2 277.1 273.8 268.7 262.2 252.9 242.1 229.8 215.7 199.8
50 278.2 277.2 273.8 268.9 262.4 253.0 242.3 230.1 216.0 200.1
55 278.2 277.2 273.9 269.0 262.4 253.2 242.6 230.3 216.2 200.4
60 278.2 277.2 274.0 269.1 262.6 2533 242.7 230.5 216.5 200.6
65 278.2 277.3 274.0 269.2 262.6 253.5 242.9 230.7 216.7 200.9
70 278.2 277.3 274.1 269.2 262.5 253.6 243.1 230.8 216.8 201.1
75 278.2 277.3 274.1 269.3 262.9 253.8 243.2 231.0 217.0 201.2
80 278.2 277.3 274.2 269.2 262.9 253.9 2433 231.1 217.1 201.4
85 278.2 271.3 274.6 269.8 263.0 254.0 2434 231.2 217.2 201.6
920 278.2 277.3 274.2 269.4 262.9 254.0 243.5 231.3 217.3 201.6
95 278.2 277.4 274.2 269.4 262.9 254.0 243.5 231.3 217.4 201.7
100 278.2 277.4 274.2 269.4 262.9 254.1 243.6 231.4 217.5 201.8
105 278.2 271.3 274.2 269.5 262.9 2541 243.6 231.5 217.5 201.8
110 278.2 277.4 274.2 269.5 262.9 254.1 2437 231.5 217.5 201.8
115 278.2 277.3 274.2 269.4 262.9 254.1 243.6 231.5 217.5 201.8
120 278.2 277.3 274.3 269.4 263.0 254.1 243.6 231.4 217.5 201.8
125 278.2 277.3 274.2 269.4 263.0 254.1 243.6 231.4 217.4 201.7
130 278.2 2717.3 274.2 269.4 263.0 2541 243.5 231.3 217.4 201.7
135 278.2 277.3 274.2 269.4 262.9 254.1 243.5 231.3 217.3 201.6
140 278.2 271.3 274.2 269.3 262.9 2541 2434 231.2 217.3 201.5
145 278.2 277.3 274.2 269.4 262.9 254.0 243.4 231.1 217.2 201.4
150 278.2 2717.2 274.1 269.3 262.8 253.9 2433 231.0 217.0 201.3
155 278.2 277.3 274.1 269.3 262.7 253.9 243.2 230.9 216.9 201.1
160 278.2 277.2 274.1 269.3 262.7 253.7 243.1 230.8 216.8 201.0
165 278.2 277.2 274.1 269.3 262.6 253.7 243.0 230.7 216.7 200.9
170 278.2 277.2 274.0 269.2 262.5 253.6 242.9 230.6 216.6 200.8
175 278.2 2717.2 2739 269.2 262.5 253.5 242.9 230.5 216.5 200.7
180 278.2 277.2 274.0 269.2 262.4 253.4 242.8 230.4 216.4 200.6
185 278.2 2717.2 2739 269.2 262.4 2534 242.7 230.3 216.3 200.5
190 278.2 277.2 273.9 269.1 262.3 2533 242.6 230.3 216.3 200.4
195 278.2 2717.2 2739 269.1 262.2 2533 242.5 230.2 216.2 200.4
200 278.2 277.2 273.9 269.0 262.2 253.1 242.5 230.1 216.1 200.3
205 278.2 277.2 273.9 269.0 262.1 253.1 2423 230.0 215.9 200.1
210 278.2 277.2 273.9 268.9 262.0 252.9 242.2 229.8 215.8 199.9
215 278.2 277.1 273.8 268.8 261.9 252.8 242.1 229.7 215.6 199.8
220 278.2 2771 273.8 268.7 261.7 252.6 241.9 229.5 2154 199.5
225 278.2 277.1 273.7 268.6 261.5 252.5 241.7 229.3 215.2 199.3
230 278.2 2717.0 273.7 268.5 261.4 252.3 241.5 229.1 214.9 199.0
235 278.2 277.0 273.6 268.4 261.3 252.1 241.3 228.8 214.7 198.7
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Tested by: SENSING GMS1800B

Humidity:65%

TestDate:2020-10-26

Temperature:25?

Operator:Operator

Test distance:18.27m




RP Lighting * Fans
Photometric Data Table [Unit:cd] 4341-1

240 278.2 276.9 273.6 268.3 261.1 251.9 241.1 228.6 2144 198.4
245 278.2 276.9 273.5 268.2 260.9 251.7 240.9 228.3 214.1 198.1
250 278.2 276.9 273.5 268.1 260.7 251.5 240.7 228.1 213.8 197.8
255 278.2 276.9 273.4 268.0 260.6 251.3 240.4 227.8 213.5 197.4
260 278.2 276.8 273.3 267.9 260.4 251.1 240.2 2217.5 213.2 197.1
265 278.2 276.8 273.3 267.8 260.3 250.9 239.9 227.3 213.0 196.8
270 278.2 276.7 273.2 267.7 260.2 250.7 239.7 227.0 212.7 196.6
275 278.2 276.7 273.1 267.6 260.3 250.6 239.5 226.8 212.4 196.3
280 278.2 276.7 273.1 267.5 259.9 250.4 2394 226.6 212.2 196.1
285 278.2 276.6 273.0 267.4 259.8 250.2 239.2 226.4 212.0 195.8
290 278.2 276.6 273.0 267.3 259.6 250.1 239.0 226.2 211.8 195.6
295 278.2 276.6 2729 267.2 259.5 249.9 238.9 226.1 211.7 195.5
300 278.2 276.6 272.9 267.2 259.4 249.8 238.8 226.0 211.5 195.4
305 278.2 276.5 2729 267.2 259.4 249.8 238.7 2259 2114 195.3
310 278.2 276.5 272.9 267.1 259.4 249.7 238.7 225.8 211.4 195.2
315 278.2 276.5 272.8 267.2 259.3 249.7 238.7 225.9 211.4 195.2
320 278.2 276.5 272.9 267.2 259.4 249.7 238.7 225.9 211.4 195.2
325 278.2 276.5 272.9 267.2 259.4 249.8 238.7 225.9 211.5 195.3
330 278.2 276.6 2729 267.2 259.6 249.9 238.9 226.0 211.6 195.5
335 278.2 276.6 272.9 267.3 259.6 250.0 239.0 226.2 211.8 195.6
340 278.2 276.6 273.0 267.3 259.7 250.2 239.2 226.4 212.0 195.9
345 278.2 276.7 273.0 267.5 260.0 250.4 2394 226.7 212.3 196.1
350 278.2 276.7 273.1 267.6 260.1 250.7 239.7 227.0 212.6 196.5
355 278.2 276.7 273.2 267.7 260.2 250.9 239.9 227.2 212.9 196.8
360 278.2 276.8 273.1 267.8 260.5 251.1 240.2 227.6 213.3 197.1
C\G 50 55 60 65 70 75 80 85 90
0 179.5 160.6 140.3 119.3 98.2 78.2 60.9 46.8 35.8
5 179.8 160.9 140.6 119.6 98.5 78.4 61.1 46.9 35.9
10 180.2 161.2 140.9 119.9 98.7 78.6 61.2 47.0 359
15 180.5 161.5 141.3 120.2 99.1 78.9 614 47.1 35.9
20 180.8 161.9 141.6 120.6 99.4 79.1 61.6 47.3 36.0
25 181.1 162.2 142.0 120.9 99.8 79.5 61.9 47.5 36.2
30 181.4 162.6 142.4 121.3 100.1 79.8 62.2 47.7 36.4
35 181.8 163.0 142.7 121.7 100.5 80.2 62.5 48.0 36.6
40 182.2 163.3 143.1 122.1 100.9 80.6 62.9 48.3 36.9
45 182.5 163.7 143.5 122.4 101.3 81.0 63.2 48.6 37.1
50 182.8 164.0 143.8 122.8 101.7 81.3 63.5 48.8 37.3
55 183.0 164.3 144.2 123.2 102.0 81.6 63.8 49.1 37.5
60 183.3 164.6 144.5 123.5 102.4 82.0 64.1 494 37.7
65 183.5 164.9 144.8 123.8 102.7 82.3 64.5 49.7 379
70 183.8 165.1 145.1 124.1 103.0 82.6 64.7 50.0 38.2
75 184.0 165.3 145.3 124.3 103.2 82.8 64.9 50.0 38.2
80 184.1 165.4 145.4 124.5 103.3 82.9 65.0 50.0 38.2
85 184.3 165.5 145.6 124.7 103.5 83.1 65.1 50.1 38.3
920 184.4 165.7 145.7 124.8 103.7 83.3 65.4 50.5 38.5
95 184.5 165.8 145.9 125.0 103.9 83.6 65.7 50.8 38.9
100 184.6 165.9 145.9 1251 104.0 83.8 65.9 51.0 39.1
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RP Lighting * Fans

Photometric Data Table

105
110
115
120
125
130
135
140
145
150
155
160
165
170
175
180
185
190
195
200
205
210
215
220
225
230
235
240
245
250
255
260
265
270
275
280
285
290
295
300
305
310
315
320
325
330
335
340
345

184.6
184.6
184.6
184.5
184.5
184.4
184.3
184.2
184.1
184.0
183.9
183.7
183.6
183.5
183.4
183.3
183.2
183.1
183.1
182.9
182.6
182.6
182.4
182.1
181.9
181.5
181.2
180.9
180.6
180.2
179.9
179.5
179.2
178.9
178.6
178.4
178.2
178.0
177.8
177.6
177.5
177.5
177.5
177.4
177.5
177.7
177.9
178.2
178.5

165.9
165.9
165.9
165.8
165.7
165.6
165.5
165.5
165.4
165.2
165.1
164.9
164.8
164.7
164.6
164.5
164.5
164.4
164.3
164.1
163.9
163.7
163.5
163.3
163.0
162.6
162.3
162.0
161.6
161.2
160.9
160.5
160.2
159.9
159.5
159.3
159.1
158.9
158.7
158.5
158.4
158.3
158.3
158.3
158.4
158.6
158.8
159.1
159.4

[Unit:cd] 4341-1

146.0
145.9
145.9
145.8
145.8
145.7
145.5
1454
145.3
145.2
145.1
144.9
144.7
144.6
144.5
144.5
144.4
144.3
144.2
144.0
143.8
143.6
143.4
143.1
142.8
142.5
142.1
141.7
141.3
141.0
140.6
140.2
139.9
139.6
139.3
139.0
138.8
138.5
138.3
138.2
138.1
138.1
138.0
138.0
138.1
138.3
138.5
138.8
139.2

125.1
1251
125.1
125.0
124.9
124.8
124.7
124.6
124.5
124.4
124.2
124.0
123.9
123.8
123.6
123.5
123.5
1234
123.3
123.1
122.8
122.7
122.5
122.2
121.8
121.4
121.1
120.7
120.3
120.0
119.6
119.2
118.9
118.6
118.3
118.0
117.8
117.5
117.4
117.2
117.1
1171
117.0
117.0
1171
117.3
117.5
117.8
118.2

104.1
104.1
104.1
104.0
104.0
103.9
103.7
103.6
103.5
103.4
103.2
103.0
102.9
102.7
102.6
102.5
102.4
102.3
102.1
101.9
101.7
101.5
101.3
101.0
100.7
100.3
100.0
99.6
99.2
98.9
98.5
98.2
97.9
97.6
97.3
97.1
96.9
96.6
96.4
96.3
96.2
96.2
96.1
96.0
96.1
96.3
96.6
96.8
97.1

83.9
84.0
84.0
83.9
83.9
83.8
83.6
83.5
83.4
83.3
83.1
83.0
82.8
82.6
82.5
82.3
82.2
82.1
81.8
81.6
81.4
81.2
81.1
80.8
80.5
80.2
79.9
79.6
79.3
78.9
78.6
78.4
78.1
77.8
77.6
77.4
77.1
77.0
76.8
76.7
76.6
76.5
76.4
76.3
76.3
76.5
76.8
77.0
77.2

66.0
66.0
66.1
66.1
66.0
65.9
65.8
65.7
65.6
65.4
65.3
65.2
65.0
64.8
64.7
64.5
64.5
64.3
64.0
63.7
63.5
63.5
63.5
63.3
63.0
62.7
62.5
62.2
62.0
61.7
61.4
61.2
61.0
60.8
60.6
60.5
60.3
60.1
60.0
59.9
59.8
59.7
59.5
59.4
59.3
59.5
59.8
60.0
60.1

51.1
51.2
512
51.2
512
51.1
51.0
50.9
50.8
50.7
50.5
50.5
50.3
50.2
50.0
49.9
49.8
49.7
49.4
49.0
48.9
48.9
49.0
48.8
48.6
48.4
48.2
48.1
479
47.7
47.4
47.3
47.1
47.0
46.9
46.8
46.7
46.6
46.5
46.4
46.3
46.2
46.0
45.8
45.7
45.9
46.1
46.3
46.4

39.2
39.2
39.2
39.2
39.2
39.1
39.0
38.9
38.8
38.7
38.6
38.6
38.5
384
38.3
38.2
38.1
38.0
37.7
374
37.3
374
37.5
37.5
373
37.2
37.1
37.0
36.9
36.8
36.5
36.4
36.3
36.2
36.1
36.1
36.0
359
35.8
35.8
35.7
35.6
354
352
35.1
35.2
354
35.6
35.6

Type of Sample:4341-1
Tested by: SENSING GMS1800B

Humidity:65%

TestDate:2020-10-26
Temperature:25?

Operator:Operator

Test distance:18.27m
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RP Lighting * Fans
Photometric Data Table  [Unit:cd] 4341-1

350 178.8 159.8 139.5 118.5 97.5
355 179.2 160.2 139.9 118.9 97.8
360 179.5 160.6 140.3 119.3 98.2

77.5
77.8
78.2

60.3 46.5
60.6 46.7
60.9 46.8

35.7
35.8
35.8

Type of Sample:4341-1
Tested by: SENSING GMS1800B TestDate:2020-10-26
Humidity:65% Temperature:25?

Operator:Operator
Test distance:18.27m
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RP Lighting * Fans
Zonal Flux: 4341-1

Gamma Imean Zonal Flux Sum.Flux Zonal Flux Sum.Flux
[°] [cd] [Im] [Im] [%] [%]
0 278.25 0.00 0.00 0.00 0.00
5 277.02 6.64 6.64 -663.81 -663.81
10 273.65 19.70 26.34 -1969.95 -2633.76
15 268.50 32.16 58.50 -3216.00 -5849.76
20 261.49 43.68 102.18 -4367.82 -10217.59
25 252.31 53.89 156.06 -5388.80 -15606.39
30 241.52 62.50 218.56 -6249.51 -21855.90
35 229.06 69.30 287.86 -6929.66 -28785.57
40 214.90 74.07 361.93 -7407.17 -36192.74
45 198.99 76.63 438.56 -7663.46 -43856.18
50 181.52 76.89 515.45 -7688.68 -51544.85
55 162.63 74.83 590.28 -7482.96 -59027.81
60 142.48 70.52 660.80 -7052.45 -66080.26
65 121.53 64.18 724.98 -6418.05 -72498.32
70 100.47 56.21 781.20 -5621.28 -78119.57
75 80.40 47.28 828.47 -4727.89 -82847.45
80 62.88 38.34 866.81 -3833.99 -86681.45
85 48.55 30.28 897.09 -3027.94 -89709.39
90 37.19 23.48 920.57 -2347.65 -92057.03
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Tested by: SENSING GMS1800B

Humidity:65%

TestDate:2020-10-26
Temperature:25?

Operator:Operator
Test distance:18.27m




RP Lighting * Fans

Coefficient Utilization Curve 4341-1

Ccu

OO0

o

L

60 54 48 42 326 30 24 18 1.2 06 CO 06 12 1383 24 30 36 42 48 54 6.0

Road Side width/Height

Type of Sample:4341-1
Tested by: SENSING GMS1800B
Humidity:65 %

TestDate:2020-10-26
Temperature:25?

Operator:Operator
Test distance:18.27m
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Light Distribution Curve[Unit: cd]

Rectangular Coordinate

Type of Sample:4341-1 Page 8
Tested by: SENSING GMS1800B TestDate:2020-10-26 Operator:Operator

Humidity:65% Temperature:25? Test distance:18.27m




RP Lighting * Fans

ISO-Candela V-H [Unit :cd]4313-1
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Operator:Operator

TestDate:2020-10-26
Temperature:25?

Tested by: SENSING GMS1800B

Type of Sample:4341-1
Humidity:65%

Test distance:18.27m



RP Lighting * Fans Iso-
Lux [Unit :1x]4341-1

10

24.73 (SL) %Emax)

19.48 (63 %Emax)

15.46 (50%Emax)

7.73 (25/%Emax)

4.95 ( lj%Emax)

3.09 (10%Emax)

10.

10.

8 6. 2. 4. 8.
Units: Ix
Height: 3 m
Max Illuminance : 30.921x
Type of Sample:4341-1 Page 10

Tested by: SENSING GMS1800B
Humidity:65%

TestDate:2020-10-26
Temperature:25?

Operator:Operator
Test distance:18.27m

10.



RP Lighting » Fans
Lux-Distance Curve

1.m 278250 Iy A 357.86cm

2.m BE9.5E |« LA F15.72cm

a.m 3092 I m 1073.57cm

4.m 1739 I L 1 1437 .43cm

A.m 1113 I }/\m f—/\ 1789.29m

Height Hluminance Diameter

Beam Angle:121.60 Deg
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Humidity:65 % Temperature:25? Test distance:18.27m





